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Section  1 — Adequate  Plumbing.  Xo  person  shall  hereafter 
move  a  building  from  one  part  of  the  City  of  i-\storia  to  another 
part  of  said  City,  erect  or  cause  to  be  erected  or  converted  to 
a  new  purpose  alteration,  any  building  or  structure,  or  change 
the  construction  of  any  building  b}^  the  addition  or  otherwist^j^ 
so  that  it  or  any  part  thereof  shall  be  inadequate  or  defectivt^B 
in  respect  to  plumbing,  ventilation,  sewerage  or  any  other  usual 
or  proper  or  necessary  provision  or  precaution  for  security  of 
life  or  health.  Nor  shall  any  owner,  lessee,  tenant  or  any  oc¬ 
cupant  of  any  building  or  structure  cause  or  allow  any  matter 
or  anything  to  be  done  in  or  about  any  such  building  or  struc¬ 
ture  dangerous  or  prejudicial  to  life  or  health. 

Section  2 — Permits — Fees.  No  plumbing  work  shall  be  done 
in  the  City  of  Astoria  except  in  the  case  of  repairs  and  main¬ 
tenance,  without  first  securing  a  permit  therefor  from  the  Plumb¬ 
ing  Inspector  upon  such  terms  and  conditions  as  are  prescribed 
in  this  ordinance.  Before  a  permit  shall  be  issued,  fees  in  ac¬ 
cordance  with  the  table  below  shall  be  paid: 

For  each  connection  ready  to  receive  a  fixture 


whether  installed  or  not . 25c 

For  each  cesspool  or  sewer  connection  (not  in¬ 
cluded  in  a  regular  plumbing  permit)... . 50c 

For  each  combination  sink  and  laundry  tra}'  50c 
For  each  set  of  laundry  trays  (counted  as  one 

fixture)  . 25c 

For  each  floor  drain  connected  to  the  drainage 
system  . 25c 


The  minimum  charge  for  a  permit  shall  be  fifty  (50)  cents. 

If  alterations  to  the  plumbing  of  an  existing  building  be  de¬ 
sired,  the  permit  fee  shall  be  based  upon  the  number  of  fi.xtures 
affected  or  replaced.  ’X"o  fee  shall  be  exacted  for  work  gener¬ 
ally  known  as  maintenance  work. 

If  any  work  on  the  construction,  alteration,  or  repairs  of  a 
plumbing  system  be  commenced  without  a  permit  having  first 
been  secured,  double  the  fees  above  stated  shall  be  exacted 
when  a  permit  is  finally  issued.  Payment  of  such  double  fees, 
however,  shall  in  no  way  relieve  such  person  of  the  penalties 
imposed  for  violation  of  this  code.  ^ 

\\  hen  such  plumbing  work  involves  or  necessitates  the 
obstruction  of  a  street  or  alley,  tearing  up  sidewalks  or  disturb¬ 
ing  the  surface  of  streets  or  allevs,  a  permit  shall  also  be  ob- 
tained  as  provided  in  Section  8  of  the  Building  Code  from  the 
City  Engineer. 


Section  3 — Material.  All  material  used  in  the  construction 
of  drams  waste  or  soil  pipes,  or  other  structures,  shall  be  of 
good  quality  and  tree  from  sand  holes,  splits  or  other  defects. 
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and  the  work  must  he  executed  in  a  thorou.ejh  and  workman¬ 
like  manner.  In  no  case  shall  gas  fitter's  cement  or  any  other 
preparation  be  allowed  on  waste,  soil  or  vent  pipe  to  repair  de¬ 
fective  pipe  or  fittings. 

Section  4 — Drain  Pipes — Clean-outs.  Drain  soil  and  waste 
pipes  through  which  water  and  sewerage  is  used  and  carried  off 

•shall  he  of  cast  iron,  gahanized  wrought  iron,  brass  or  lead 
hen  within  a  building.  They  shall  be  sound,  free  from  holes 
nd  other  defects  and  extend  not  less  than  two  feet  outside  of 
buildings,  porches  to  he  considered  part  of  buildings,  with  a  fall 
I  of  not  less  than  one-ciuarter  inch  to  the  foot  laid  in  trenches  of 
i  uniform  grade  or  securely  ironed  to  wall,  or  suspended  from 
'  floor  timbers  by  strong  iron  hangers  and  running  in  as  straight 
a  line  as  possible.  All  connections  made  to  a  horizontal  pipe 
shall  be  made  with  "V”  branches.  Connections  made  to  vertical 
stacks  may  be  made  with  sanitary  fittings.  The  vertical  soil 
pipe  shall  he  carried  out  at  least  one  foot  through  the  roof,  open 
and  undiminished  in  size  and  no  cowl  or  cap  will  he  permitted. 
All  horizontal  soil  pipes,  four  inches  or  over,  twenty-five  feet 
I  or  more  in  length,  shall  have  a  clean-out.  .Ml  horizontal  waste 

I  pipes  smaller  than  four  inches,  fifteen  feet  or  more  in  length, 

shall  have  a  clean-out  and  they  shall  be  put  in  an  accessible 
place.  Soil  pipe  clean-outs  shall  not  be  less  than  four  inches,  and 
clean-outs  on  waste  pipe  not  less  than  the  waste  pipe  they  serve. 
A  clean-out  shall  be  placed  at  the  foot  of  every  vertical  stack. 


Section  5 — Vent  Pipes.  Xo  brick,  sheet  metal  or  earthen¬ 
ware  flues  shall  be  used  as  sewer  ventilator,  nor  shall  any  chim¬ 
ney  flue  be  used  for  that  purpose. 


Section  6 — Standard  Pipe  and  Fittings,  When  In  all  build¬ 
ings  up  to  three  stories,  without  basements,  standard  pipe  and 
fittings  may  be  used.  In  all  buildings  exceeding  three  stories, 
the  three  upper  stories  may  he  standard  pipe  and  fittings.  The 
lowest  portion  must  he  extra  heavy.  .\11  joints  on  cast  iron 
pipe  must  be  made  with  a  suitable  packing  of  picked  oakum, 
run  full  of  molten  lead  and  thoroughly  caulked  to  prevent  the 
escape  of  sewer  gas. 


Section  7 — Connections.  All  connections  of  lead  with  iron 
pipe  must  be  made  by  a  brass  ferrule  or  soldering  nipples  of 
the  same  size  as  the  lead  pipe  and  caulked  or  screwed  into  the 
iron  pipe  and  connected  with  the  lead  pipe  by  a  wiped  joint  and 
where  a  soldering  union  is  used,  a  lead  washer  must  be  used  in 
connecting  same  to  iron  pipe,  dn  buildings  with  wood  con¬ 
structed  floors,  connections  between  water  closets  and  soil  pipes 
must  be  made  with  lead  pipe. 


Section  8 — Traps.  All  fixtures  connected  to  the  sewer  must 
be  properly  trapped  and  the  trap  put  as  close  to  the  fixtures  as 
practicable  and  having  a  water  seal  not  less  than  one  and  one- 
half  inches.  X'o  traps  will  be  allowed  on  main  lines  of  sewer 
drain  or  soil  pipe.  Traps  shall  be  protected  from  siphonage  and 
air  pressure  by  a  special  air  vent  pipe  which  shall  be  of  a  size  not 
less  than  the  trap  up  to  and  including  two  inch  traps,  and  when 
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a  trap  is  over  two  inches  in  size,  no  vent  less  than  two  inches 
shall  'be  used.  Waste  pipes  shall  not  be  less  than  the  following 
sizes : 


For  lavatories,  pantry  sinks  and  bath  tubs,  one  and  one- 


half  inches. 

For  kitchen  sinks,  two  inches. 

For  urinals,  except  stall  urinals,  one  and  one-half 
I'or  stall  urinals,  two  inches. 

For  slon  sinks,  two  inches. 

For  water  closets,  four  inches. 


inches. 


Traps: 

For  lavatories,  one  and  one-quarter  inches. 

For  pantry  sinks,  sinks,  bath  tubs,  urinals  (except  stall 
urinals)  one  and  one-half  inches. 

Stall  urinals  and  slop  sinks,  two  inches. 

Water  closets,  four  inches. 

The  weight  for  lead  waste  pipe  shall  not  be  less  than  the 
following; 

One  and  onc-(iuarter  inch  pipe,  two  pounds  to  foot. 

One  and  one-half  inch  pipe  three  pounds  to  foot. 

Two  inch  pipe  four  pounds  to  foot. 

Three  inch  pipe  four  and  one-half  pounds  to  foot. 

Four  inch  pipe  five  pounds  to  foot. 

When  the  lead  trap  is  concealed  the  heel  of  the  trap  must 
be  reinforced. 

Section  9 — ^Vent  Pipes.  The  size  of  the  vent  shall  not  be 
less  than  that  of  the  trap  they  serve,  except  in  the  case  of  water 
closets  or  slop  sinks,  which  shall  not  be  less  than  two  inches. 

.\11  vents  e.xceeding  thirty  feet  in  length,  shall  be  increased  one 
size  every  succeeding  thirty  feet  or  minimum  thereof.  Two 
fixtures  with  one  and  one-quarter  traps  may  be  combined  and 
vented  into  one,  one  and  one-ciuarter  inch  vent  pipe.  Two  fixtures 
with  a  one  and  one-half  inch  trap  may  be  combined  and  vented 
into  a  one  and  one-half  inch  vent  pipe.  Eight  fixtures  with 
traps  not  to  e.xceed  one  and  one-half  inch  may  be  combined 
and  vented  into  a  two  inch  vent  pipe.  Two  fixtures  with  traps 
two  inches  or  larger  may  be  combined  and  vented  into  a  two 
inch  vent  pipe.  One  water  closet  and  four  fi.xtureg  with  traps  not 
to  e.xceed  one  and  one-half  inches  may  be  combined  and  vented 
into  a  two  inch  vent  pipe.  In  the  sante  proportion,  more  may 
be  added  by  increasing  the  size  of  the  pipe,  calculating  foui^^ 
fixtures  with  traps  one  and  one-half  inch  or  less  to  be  equal  t^^^ 
one  water  closet.  Xo  horizontal  vent  pipe  will  be  allowed  be¬ 
low  the  top  of  any  fixture  it  serves.  The  branch  of  vent  pipes 
must  be  three  feet  above  the  finished  floor.  Vent  pipes  may  be 
combined  bj'  branching  together  those  that  serve  several  traps, 
in  which  case,  the  size  of  the  main  line  must  be  increased,  as  it 
receives  the  several  additions,  to  the  size  specified,  and  may  be 
connected  to  the  main  soil  pipe  not  less  than  three  feet  above 
the  finished  floor,  which  soil  pipe  must  be  of  ample  size,  or  be 
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increased,  or  they  may  be  run  separate  through  the  roof.  All 
vent  pipes  shall  be  run  as  straight  and  direct  as  possible  or  with 
a  grade  to  avoid  trapping  by  condensation.  W  hen  a  row  of 
water  closets  are  located  on  the  same  floor,  they  may  he  vented 
collectively  by  the  circuit  or  loop  system,  turning  up  with  the 
horizontal  soil  pipe  immediately  at  the  end  and  as  close  as 
practicable  to  the  last  water  closet,  and  continue  above  the  top 
of  said  closets.  I'or  eight  water  closets,  four  inch  pipe  may  be 
ysed,  and  six  inch  pipe  for  additional  water  closets,  and  not 
^■.ore  than  twenty  inches  of  pipe  will  be  allowed  between  closets 
'and  horizontal  pipe.  The  vent  pipe  must  be  four  inches  for 
eight  water  closets,  and  for  additional  water  closets,  the  vent 
must  he  increased  to  si.x  inches. 


Section  10 — Vent  Pipes — Waste  Pipes.  .■\11  iron  pipe  and 
fittings  used  for  vents  must  be  galvanized  or  cast  iron,  and 
when  wrought  iron  pipe  is  used  for  waste,  galvanized  pipe  and 
recess  fittings  must  he  used.  .\11  burs  on  pipe  to  be  thoroughly 
reamed. 

Section  11. — Vent  Pipes.  The  system  known  as  venting  in 
the  rough  will  be  allowed  on  vertical  waste  pipes  only,  and  not 
more  than  eighteen  inches  of  waste  pipe  will  be  allowed  between 
seal  of  traps  and  said  vertical  pipe,  except  water  closets  which 
may  have  a  limit  of  twenty  inches.  The  top  fixtures  of  any 
vertical  line  of  soil  pipe  need  not  he  back  vented,  provided  said 
fixture  has  not  more  than  eighteen  inches  of  waste  pipe.  \\’hen 
the  vent  stack  above  the  top  water  closet  extends  vertically 
through  roof,  one  fixture  may  connect  above  water  closet,  pro¬ 
vided  it  has  not  more  than  eighteen  inches  of  waste  pipe  and 
not  larger  than  one  and  one-half  inches,  it  will  not  be  necessary 
to  back  vent  either  fixture.  Xot  more  than  one-quarter  inch 
to  the  foot  will  be  allowed  between  trap  and  stack  when  fix¬ 
tures  are  vented  in  the  rou.gh. 

Section  12 — Vent  Pipes.  The  terminal  of  all  vent  pipes  must 
be  at  least  twelve  feet  from  windows  or  other  openings,  or  one 
foot  through  the  roof  of  the  house  of  building  it  serves,  and  must 
'lie  at  least  three  feet  from  opening  of  chimney  or  air  shaft.  In 
case  of  windows  or  other  openings  of  living  rooms  located  helow 
srdd  vent  pipes,  terminals  of  all  vents  must  be  at  least  one  foot 
above  window  or  openin.g.  Where  one  building  is  attached  to 
or  joins  another  of  greater  height,  having  windows  or  openings 
overlooking  the  lower  building,  the  terminal  of  all  soil  or  vent 
pipes  of  the  lower  building  must  be  carried  up  above  the  eaves 
k  r  fire  wall  of  higher  building,  undiminished  in  size,  unless 
rwevle  feet  from  said  windows  or  other  openings.  The  terminal 
of  vent  pipes  in  out  houses  must  be  at  least  nine  feet  from  the 
ground. 

Section  13 — Waterclosets.  All  waterclosets  and  other 
plumbing  fixtures  must  be  supplied  with  water.  .All  pipes  for 
plumbing  fi.xtures  must  be  galvanized  iron,  brass  or  lead.  In 
no  case  will  l)iack  fittings  be  allowed  in  supply  pipes.  Water 
closets  must  never  be  placed  in  an  un ventilated  room  or  com- 


partmcnt.  Tn  every  case  the  compartment  must  be  open  to  the 
outer  air,  or  be  ventilated  by  means  of  a  shaft  or  air  duct  at 
least  six  inches  in  diameter  or  its  equivalent,  and  as  near  the 
ceiling  as  possible.  When  trvo  or  more  compartments  are  con¬ 
nected  into  same  ventilating  pipes,  pipe  must  be  increased  in 
proportion.  All  water  closets  must  be  supplied  with  water  from 
special  tanks,  cisterns  or  flush  ometer,  the  water  of  which  is 
not  be  used  for  any  other  purpose.  A  group  of  the  water 
closets  may  be  supplied  from  one  tank.  In  no  case  will  Phila¬ 
delphia  Hoppers,  plug  closets  oir  any  other  closets  supplied  direc^ 
from  the  citv  main  be  allowed.  ■ 


Section  14 — Basements.  In  all  cases 
building  will  be  considered  as  a  story. 


the  basement  of  a 


Section  15 — Sewers — Cesspools.  All  sewer  pipes  in  3^ard5 
shall  be  of  a  good  quality  of  concrete  or  vitrified  terra  cotta  pipe, 
properly  laid  and  the  joints  made  with  equal  parts  of  Portland 
ceme.nt  and  clean  sharp  sand,  and  as  each  joint  is  laid,  it  shall 
be  carefulli'  cleaned  on  the  inside  and  shall  not  be  laid  nearer 
than  two  feet  from  ain^  exterior  wall  of  any  habitable  building, 
nor  shall  it  be  less  than  one  foot  under  ground,  and  in  no  case 
shall  such  sewer-s  be  laid  under  any  habitable  building.  All 
sewers  must  be  accepted  by  the  Plumbing  Inspector  before  be¬ 
ing  covered  up.  Cesspools  will  only  be  allowed  where  no  main 
sewers  have  been  put  in.  and  the_v  shall  be  not  less  than  thirty 
feet  from  a  habitable  building.  Tapping  holes  in  main  sewers 
will  not  be  allowed  without  special  permit,  from  the  Plumbing 
Inspector,  and  in  no  case  will  they  be  allowed  to  be  tapped  on 
top.  Changes  in  directions  shall  be  made  with  regular  fittings 
and  connections  with  “Y”  branches.  The  sewer  drain  from  any 
buildings  must  be  at  least  four  inches  in  diameter.  AVhen  two 
or  more  buildings  are  connected  into  one  sewer,  the  sewer  from 
the  point  of  intersection  must  be  at  least  six  inches.  All  houses 
connected  with  cit_v  sewers  must  be  provided  with  a  water  closet 
and  sink. 

Section  18 — Water  Closets — Sinks.  Where  fifteen  or  more 
water  closets  discharge  into  a  line  of  soil  pipe,  said  soil  pipe 
shall  not  be  less  than  six  inches  in  diameter.  In  all  other  cases, 
the  soil  pipe  receiving  the  discharge  from  water  closets  shall 
not  be  less  than  four  inches  in  diameter.  Xot  more  than  four 
slop  sinks  shall  be  allowed  on  two  inch  pipes:  nor  more  than 
eight  fi.xtures,  having  one  and  one-half  inch  traps,  will  be  al¬ 
lowed  on  two  inch  pipe;  nor  more  than  two  li.xtures,  having 
one  and  one-half  or  one  and  one-quarter  inch  traps  will  be  al¬ 
lowed  on  one  and  one-half  inch  waste  pipe.  ^ 

Section  17 — Safe  Wastes.  \\  here  safe  wastes  are  placed 
under  fixtures,  they  shall  be  of  cast  iron,  lead  or  wrought  iron 
gahanized  pipe  and  of  a  size  not  less  than  one  and  one-quarter 
inches,  and  must  be  run  to  some  place  in  open  sight  and,  when 
practicable,  outside  of  a  house.  .All  urinal  safe  wastes  shall  be 
of  the  same  material  and  must  discharge  into  an  open  fixture 
that  is  supplied  with  water,  where  practicable. 
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Section  18 — Exhaust  Pipes.  Xo  steam,  exhaust,  hlow-off  or 
drip  pipe  shall  connect  directly  with  sewer,  soil  or  waste  pipe, 
but  must  have  a  proper  intercepting  trap.  Steam  shall  be  dis¬ 
charged  into  a  blow-off  or  condensing  tank.  The  waste  or  over¬ 
flow  from  said  tank  shall  be  provided  with  a  suitable  outlet  to 
main  drain. 

Section  19 — Vent  Pipes.  All  buildin.gs  must  have  at  least 
four  inch  stacks  running  through  roof,  open  and  undiminished 
in  size.  .All  flashings  for  vent  pipes  must  he  made  of  sheet  lead 
r  copiKT  turned  over  top  of  pipes  when  possible  to  prevent  leak- 
ng.  The  waste  from  the  fixtures  may  discharge  into  water 
closet  bends,  provided  they  are  not  larger  than  one  and  one- 
half  inches  and  must  be  \’ented. 

Section  20 — Rain  Drains.  All  rain  water  drains  shall  he  con¬ 
nected  with  sewer  where  practical.  They  shall  have  an  intercept¬ 
ing  trap  before  connection  with  sewer.  Cast  iron  shall  be  used 
from  a  point  two  feet  outside  of  building  to  above  ground.  Xo 
sheet  ni.etal  rain  drains  shall  be  permitted  inside  of  building. 
-All  catch  basins  placed  under  buildings  must  be  trapped  and 
primed  with  water  from  basin  or  water  closet  tank. 

Section  21 — Tests.  .All  soil,  waste,  vent  and  drain  pipes  be¬ 
fore  being  covered  up  must  have  all  openings  stopped  up  and 
filled  with  water,  said  test  shall  be  made  in  the  presence  of  the 
I’lumbing  Inspector,  and,  if  satisfactory,  a  proper  certificate 
shall  be  issued,  when  the  work  can  be  covered  up.  Water  shall 
not  be  turned  into  the  buildin.g  for  permanent  use  until  the 
certificate  of  final  inspection  has  been  issued  by  the  Plunibing 
Inspector.  The  work  shall  be  inspected  within  48  hours,  Sun¬ 
days  and  holidays  excepted,  after  Plumbing  Inspector  has  been 
notified. 

Section  22 — ^Refrigerators.  Xo  waste  pipe  from  a  refriger¬ 
ator  or  other  receptacle  in  which  provisions  are  stored,  shall  be 
connected  with  any  drain,  soil  or  waste  pipe.  Such  pipe  shall 
be  so  arranged  as  to  admit  of  frequent  flushing  and  shall  be  as 
short  as  possible,  and  when  impracticable  to  run  to  an  open 
fixture,  it  may  discharge  outside  in  sight.  The  overflow  pipes 
from  tanks  .shall  discharge  into  an  open  fixture,  properly  trapped, 
or  in  roof  gutter. 

Section  23 — Seal  of  Traps.  A  trap  will  be  considered  un¬ 
sealed  when  it  shows  a  water  seal  less  than  one  and  one-half 
inches  in  depth. 

Section  24 — Garbage.  Xo  person  shall  throw  or  deposit,  or 
ause  to  be  thrown  or  deposited,  in  any  vessel  or  receptacle  con¬ 
nected  with  the  public  sewer  any  garbage,  vegetable  parings, 
ashes,  cinders,  rags,  or  any  other  thing  whatsoever,  except 
faeces,  urine,  necessary  water,  closet  paper  and  liquid  house 
slops,  or  allow  any  drain  to  be  connected  with  any  privy,  vault 
or  cesspool,  or  underground  drain  or  with  any  channel  convey¬ 
ing  water  or  filth,  excepting  the  soil  pipes  and  plumbing  of  the 
holise  or  buildings,  as  hereinbefore  provided. 


Section  25 — Sewer  Connections — ^Trenches.  The  connections 
with  all  sewers  must  be  made  even  at  the  inside  surface  in  a 
workmanlike  manner,  and  where  a  length  of  pipe  or  drain  has 
ibeen  let  in  the  sewer,  it  shall  be  made  perfectly  tight  with  good 
cement.  The  street  must  be  opened  and  paving  and  earth  de¬ 
posited  in  a  manner  that  will  occasion  the  least  inconvenience  to 
the  public  and  provide  for  the  passage  of  water  along  the 
gutters;  one-half  of  the  street  must  be  left  clear  for  the  passage 
of  vehicles  and  bridge-ways  on  the  sidewalks  for  foot  passengers. 
In  refilling  the  trench,  the  earth  must  be  laid  in  layers  not  morij 
than  six  inches  in  depth,  and  each  layer  wetted  and  tamped  to 
prevent  after  settlement.  The  paving,  flagging  and  sidewalks 
are  to  be  restored  to  at  least  as  good  condition  as  previous  to 
excavation,  all  rubbish  and  surplus  earth  to  immediately  be  re¬ 
moved. 


Section  26 — Fall  of  Drain  Pipes.  Drain  pipes  must  have  a 
fall  of  at  least  one-quarter  inch  to  the  foot.  Drains  of  a  greater 
depth  than  ten  feet  may  be  run  upon  grade  to  within  three  feet 
of  permanent  grade  of  street’  or  alley  at  the  property  line;  and 
where  the  property  is  located  some  distance  above  the  grade  of 
the  street,  one-eighth  bend  may  be  used,  and  it  will  not  be 
necessary  to  keep  more  than  two  feet  from  the  surface,  pro¬ 
vided  a  fall  of  one-quarter  inch  to  the  foot  can  be  cybtained;  six 
inch  pipe  must  be  used  for  main  sewer  to  property  line. 

Section  27 — Obstructed  Drains.  \\’henever  any  drain  con¬ 
nected  with  any  public  sewer  or  drain  becomes  obstructed, 
broken  or  out  of  order,  or  detrimental  to  the  use  of  the  sewer 
or  drain,  or  unfit  for  the  purpose  of  drainage,  the  owner,  agent, 
occupant  or  person  having  charge  of  any  building,  yard,  lot  of 
land  or  other  premises,  which  are  drained  by  said  drain  or 
sewer,  shall,  when  directed  by  the  proper  authorities  (Plumb- 
ing  Inspector  or  Health  Department)  remove,  reconstruct,  alter, 
clean  or  repair  said  drain  as  the  condition  of  said  drain  may 
require. 

Section  28  Privies — Cesspools.  Xo  privy,  vault  or  cesspool 
shall  hereafter  be  constructed  in  any  part  of  'the  City  of  Astoria 
where  a  sewer  is  at  all  accessible,  within  2(X>  feet  of  the  property 
to  be  served. 


Section  29 — Compulsory  Connections.  The  Plumbing  In¬ 
spector  or  City  Physician  shall  have  the  power  in  all  cases,  where 
there  is  a  public  sewer  in  any  street  or  alley  to  cause  any  owners 
of  land  upon  or  adjoining  such  street  cur  alley,  his  agent  or  ten¬ 
ant  to  make  a  sufficient  drain  and  proper  sewer  connection  from^ 
his  or  her  house,  yard  or  lot,  closet  and  premises  whenever,  in 
their  opinion,  the  same  may  be  necessarv,  and  shall  thereupon 
give  such  owner,  agent,  tenant  or  person  occupying  such 
premises,  notice  m  writing,  specifying  the  time  when  such  drain 
and  sewer  connections  must  be  made  and  completed,  and  if  said 
owner,  agent  or  tenant  neglects  to  complete  the  same  within 
the  time  specified,  and  in  addition  to  the  penalties  imposed  for 
I  he  violation  of  any  of  the  provisions  of  this  ordinance,  said 


PluiiilMiig  Inspector  or  City  Physician,  as  herein  provided  for, 
shall  cause  it  to  be  done  and  shall  recover  the  whole  amount  of 
the  expense  thereof,  together  with  ten  per  cent  (l()9'c)  additional 
as  a  penalty,  by  an  action  in  the  name  of  the  City  of  Astoria 
before  any  court  having  jurisdiction  thereof,  from  said  owners 
or  persons  occupying  such  premises,  who  shall  be  severally  and 
jointly  liable  therefor. 

Section  30 — Water  Closets  Required.  Every  tenement,  lodg¬ 
ing  house,  or  building  shall  hie  provided  with  one  water  closet 
for  everj'  ten  rooms  or  less,  and  one  additional  water  closet  for 
each  additional  ten  rooms  or  less.  Improved  privy  sinks  may 
■be  used  in  factories,  as  the  Health  Hoard  may  require,  but  in  no 
case  shall  water  closets  be  located  in  the  sleeping  apartments  of 
any  building.  \\  here  four  or  more  men  are  employed,  on  build¬ 
ings  under  construction  or  alteration,  toilet  accommodations 
must  be  provided. 

Section  31 — Registration — Bond.  No  permits  shall  be  issued 
to  any  person,  firm  or  corporation  who  shall  not  have  first 
registered  himself  at  the  office  of  the  City  Auditor  as  a  master 
plumber  and  paid  to  the  City  .Auditor  a  re.gisbration  fee  of  One 
Dollar  ($1.00),  and  file  a  bond  in  the  sum  of  One  Thousand 
Dollars  ($1,0(X).00)  to  indemnify  the  City  of  Astoria  against  all 
claims  for  damages  which  may  result  from  the  opening  or  tear¬ 
ing  up  of  streets,  sidewalks  or  alleys,  or  from  any  other  act  or 
undertakin.g  of  such  master  plumber.  Provided,  however,  that 
one  such  registration  and  bond  shall  be  sufficient  to  enable  any 
person,  firm  or  corporation  to  secure  any  number  of  permits 
under  the  provisions  of  this  ordinance,  so  long  as  such  registra¬ 
tion  and  bond  are  maintained  in  the  office  of  the  City  Auditor, 
Said  bond  shall  be  approved  by  the  Mayor  and  City  Attorney, 
and  all  persons,  firms  and  corporations  doing  any  plumbing  work 
under  permits  issued  by  the  City  of  Astoria  shall  be  responsible 
for  the  acts  of  their  agents  or  employees.  Provided  further,  that 
no  provision  of  this  act  shall  be  construed  so  as  to  prevent  any 
person  from  securing  a  permit  to  do  any  plumbing  work  on  his 
own  property  on  payment  of  the  fees  hereinbefore  provided, 
whether  such  person  be  registered  as  a  master  plumber  or  not. 

Section  32 — Re-inspection.  Tbe  Health  Board,  or  any  mem¬ 
ber  thereof,  or  Plumbing  Inspector,  shall  have  the  right  to  enter 
upon  the  premises  drained  by  any  house  drain  or  connected  with 
any  public  sewer  at  all  reasonable  hours  to  ascertain  whether 
the  provisions  of  this  or  any  ordinance  in  regard  to  house  drains 
have  been  complied  with,  and  if  they  shall  find  that  said  drains 
or  its  attachments  do  not  conform  to  the  provisions  of  law  or 
this  ordinance,  in  regard  thereto,  he  shall  notify  the  owner  of 
said  premises,  or  his  agent,  of  the  fact.  It  shall  thereupon  be 
the  duty  of  the  owner,  or  his  agent,  to  cause  said  drain  or  its 
attachments  to  be  altered,  repaired  or  reconstructed  as  to  make 
them  conform  to  the  requirements  of  law  or  this  ordinance, 
within  fifteen  days  from  the  time  of  receiving  such  notice. 


Section  33 — Penalty.  Any  person  violating  any  of  the  pro¬ 
visions  of  this  ordinance  shall  he  deemed  guilty  of  a  nris- 
deineanor,  and  upon  conviction  thereof,  before  the  Municipal 
Judge,  shall  be  fined  not  less  than  five  or  more  than  One 
Hundred  Dollars,  or  by  imprisonment  in  the  City  Jail  not^  ex¬ 
ceeding  thirty  days. 

Section  34 — Appointment  of  Plumbing  Inspector.  The  City 
^Manager,  with  the  approval  of  the  City  Comiinissioners,  shall  ap¬ 
point  a  Plumbing  Inspector,  who  shall  qualify  by  taking  an  oath 
of  office  and  filing  a  bond  in  such  sum  as  the  City  Manager  and^^ 
Commissioners  shall  direct.  The  City  Manager  and  Cpmmis-^F 
sioners  shall  by  ordinance  fix  the  salary  of  such  Plunnbing  In¬ 
spector. 
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OFFICE  OF  THE  BUILDING  INSPECTOR 


ELECTRICAL  CODE 
OF  THE  CITY  OF  ASTORIA,  OREGON 


Section  1 — Permits.  Before  any  Electrical  work  in  or  about 
any  biuilding  except  that  in  connection  with  meters  and  their 
service  wires  or  in  power  or  substations  of  utilities  operating 
under  a  franchise — may  be  installed,  altered,  or  repaired  a  permit 
shall  be  secured  in  same  manner  as  provided  in  Building  Code. 

Section  2 — Inspection.  The  Electrical  Inspector  is  hereby 
empowered  to  inspect  or  re-inspect  all  wiring  in  or  about  build¬ 
ings  and  all  apparatus  conducting  current  for  light,  heat  or 
power.  When  any  of  said  conductors  or  apparatus  are  found  in¬ 
correctly  installed  or  unsafe  to  life  or  property  the  inspector  is 
hereby  authorized  to  disconnect  said  conductors  or  apparatus 
from  source  of  supply. 


Section  3.  Persons  using  said  conductors  or  apparatus  shall 
be  notified  to  start  proceedings  within  24  hours  to  place  same  in 
safe  and  secure  condition  or  within  such  time  as  may  be  deemed 
necessary  by  the  Electrical  Inspector,  but  in  any  event  within 
15  days. 


Section  '1 — Time  of  Inspection.  No  electrical  wiring  shall 
■be  covered  until  inspected  or  until  after  48  hours — not  including 
Sunday  or  holidays — has  elapsed  from  time  of  notification  and 
completion  of  the  roughing  in  of  all  plumbing  or  other  pipe  work 
that  might  interfere  with  the  same. 


Section  5 — Certificate  of  Inspection.  (1)  No  certificate 
will  be  issued  on  any  incomplete  work.  It  shall  be  unlawful 
for  any  person  to  make  any  electrical  connection  until  author¬ 
ized  by  Electrical  Inspectoir. 


(2)  In  event  of  emergency,  temporary  permission  may  be 
granted  for  30  day  periods  to  use  any  wiring  apparatus  or  fix¬ 
tures. 


Section  6 — Licenses.  (I)  Persons,  firms  or  corporations 
doing  all  class  of  electrical  work  in  which  shall  he  included  gen¬ 
eral  electrical  contracting,  fixture  and  maintenance  work  shall 
be  required  to  take  out  a  license  and  pay  an  annual  fee  to  the 
City  Treasurer  of  Twenty-five  Dollars  per  annum. 

(2)  Licenses  shall  not  be  issued  to  any  one  less  than 
twenty-one  years  of  age  and  who  has  not  had  less  than  four  (4) 
years  experience  in  the  installation,  alteration,  repair  and  main-^^ 
tenance  of  electric  wires  or  equipment. 

(3)  Nothing  in  the  above  shall  be  construed  as  preventing 
owners  of  property  from  personally  doing  their  own  work,  pro¬ 
vided  same  conforms  with  the  other  provisions  of  this  ordinance. 

Section  7 — Revocation  of  Licenses.  Licenses  may  be  re¬ 
voked  for  failure  to  comply  with  provisions  of  this  ordinance. 
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Section  8 — Fees  for  Permits.  Where  total  value  of  installa¬ 
tion  is  less  than  $10.(X)  no  fee  will  be  charged  but  a  no-fee  permit 
must  be  obtained. 

There  will  be  no  fees  less  than  $1.00. 

Lighting  fees  will  ibe  as  follows: 

For  each  switch  and  outlet . 5c 

bor  each  fixture,  socket,  drop  cord  or  receptacle  5c 
For  each  electric  sign . $1.00 

Heating  Fees: 

F.ach  heating  outlet  of  1000  watts  or  fraction 

thereof  . 15c 

For  each  H.  P.  in  case  of  motors,  or  'KW  in 
case  of  generators  in  excess  of  one  I5c  plus  $1.00 

Section  9 — Installation  of  Conductors.  (1)  Knob  and  tube 
or  cleat  work  will  be  permitted  in  the  outer  fire  limits  for  light¬ 
ing  and  for  extension  to  e.xisting  knob,  tube  or  cleat  system  in 
the  inner  and  water  front  limits  where  said  extensions  are  not 
over  ten  feet  in  length.  Heating  installations  in  excess  of  660 
watts  and  all  power  shall  be  in  rigid  conduits. 

(2)  Service  switches  must  be  readily  accessible  in  case  of 
fire,  and  near  as  possible  to  service  entrance. 

(3)  Service  on  knob  and  tube  systems  shall  be  in  rigid 
conduit  and  the  cutouts,  switches,  etc.,  shall  be  installed  in  steel 
cabinets. 

(4)  In  the  inner  fire  limits  and  water  front  limits  all  in¬ 
stallations  for  light,  heat  and  power  shall  be  in  rigid  metal  con¬ 
duits.  Ill  the  water  front  limits  conduit  shall  be  galvanized. 
By  conduit  is  meant  rigid  pipe  bearing  underwriters  label,  metal 
moulding  or  wire  mould  in  which  conductors  are  fished.  Type 
BX  conduit  not  to  be  construed  as  conduit  under  this  ordinance. 
Fle.xlble  conduit  can  be  used  where  it  is  not  practicable  to  use 
rigid  conduit. 

Section  1C — Manner  of  Installation.  The  manner  of  installa¬ 
tion  of  conduits,  moulding  wires,  etc.,  shall  be  as  prescribed  in 
the  latest  edition  of  the  National  Electrical  Code. 

Section  11 — Safety  Switches.  All  switches  which  are  used 
by  the  public  in  every  day  operation  of  electrical  apparatus 
must  be  safety  switches  or  arranged  that  they  may  be  externally 
operated  and  that  fuses  can  be  changed  only  wdien  danger  of 
shock  is  removed. 

Section  12  —  Lighting  Installations.  (1)  Residence  and 
apartments — For  residence  and  appartments  the  wiring  shall  be 
so  arranged  that  there  will  not  be  mO're  than  12  sockets  or  660 
watts  per  circuit.  Circuits  must  be  provided  for  a  minimum  of 
not  less  than  .6  watt  per  square  foot  for  lighting,  exclusive  of 
porches,  attics,  and  basements  where  each  outlet  will  be  rated 
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at  not  less  than  40  watts  each.  All  wiring  in  basements  shall 
be  in  rigid  conduit.  Flush,  floor  and  wall  receptacles  shall  be 
rated  at  100  watts  in  addition  to  the  above  requirements. 


(2)  Public  Building  and  Industrial  Lighting— In  public 
buildings  and  for  industrial  lighting  circuit  capacity  shall  be 
provided  for  not  less  than  the  wattage  specified  below; 


Storage  and  similar  spaces... 

Hall  and  Passage  Ways . 

Offices  and  Display  Rooms 
lOther  Working  Space . 


.20  watts  per  sq.  ft. 

.30  watts  per  sq.  ft. 

.75  watts  per  sq.  ft. 

.50  watts  ner  sq.  ft. 


(3)  For  show  window  lighting  capacity  shall  be  provided 
for  50  watts  per  lineal  foot  of  window  exposure  measured  hori¬ 
zontally  along  the  base  of  the  window. 


(4)  Window  lights  must  be  on  a  separate  circuit  by  them¬ 
selves. 


Section  13 — Emergency  and  Exit  Lights.  All  hotels,  fac¬ 
tories,  workshops,  detention  buildings  and  all’other  buildings  re¬ 
quiring  fiire  escapes  and  which  are  occupied  at  night  shall  have 
all  public  halls,  stairways,  and  passage  ways  properly  lighted 
and  at  the  head  and  foot  of  each  flight  of  stairs,  and  at  the 
point  of  egress  to  each  fire  escape  shall  be  kept  during  the  night 
a  light.  Emergency  light  wiring  to  be  on  a  separate  circuit 
connecting  directly  on  service  side  of  the  main  line  switches. 


Section  14 — Fite  Alarm  Gongs.  All  hotels,  rooming  houses, 
detention  buildings  and  other  buildings  requiring  fire  escapes 
and  which  are  occupied  at  night  shall  have  an  electric  gong  on 
each  floor  above  the  first  which  will  be  perceptibly  audible  at  the 
remotest  corner  of  the  building,  said  bells  to  be  controlled  by 
device  at  each  bell  which  will  ring  continuously  and  simul¬ 
taneously  all  the  bells  on  all  floors. 

(2)  Bells  must  be  operated  directly  from  the  lighting  ser¬ 
vice  and  wherever  emergency  lights  are  required,  must  be  con¬ 
nected  to  the  emergency  light  circuit. 

(3)  Bells  must  be  at  least  6”  in  diameter,  and  where  floor 

areas  are  in  excess  of  5000  sq.  feet  two  bells  will  be  required  on  • 

each  floor. 

(4)  The  controlling  device  must  clearly  indicate  that  same 
is  for  fire  use  only. 


Section  15 — Electrical  Signs.  .\11  signs  projecting  more 
than  two  feet  over  the  sidewalk  must  be  electric  signs.  Electric 
signs  shall  be  constructed  entirelj-  of  metal  or  other  approved 
non-combustible  material,  except  that  wood  may  be  used  on 
the  outside  for  decoration  if  kept  at  least  two  inches  from  the 
nearest  lamp  receptacle. 
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Section  16  Horizontal  Signs.  To  prevent  blanketing  of 
signs  they  shall  he  arranged  in  accordance  with  the  following 
tables. 

(2)  Distance  of  lower  line  of  horizontal  signs  above  the 
sidewalk : 


10' 

30” 

ir 

33” 

12’ 

36" 

13' 

39” 

14’ 

42” 

15’ 

45” 

16’ 

48” 

17' 

51” 

18' 

54” 

19’ 

57” 

20’  and 

alx)ve  60” 

Section  17 — Wiring.  ( 1 )  Sign  lighting  circuits  shall  'be  so 
arranged  that  not  more  than  1220  watts  will  he  dependent  upon 
final  cutouts. 

(2)  Signs  shall  he  controlled  'by  switches  arranged  to  dis¬ 
connect  all  feed  wires  of  the  sign. 

(3)  .-Ml  conduit  in  reach  of  cement  floors,  pipes  or  other 
grounded  materials  must  he  effectively  grounded;  sockets  in 
reach  of  cement  floors,  pipe  or  other  grounded  materials  must 
he  porcelain. 

Section  18 — Violations.  Any  person  who  shall  violate  any 
provision  of  the  Ordinance  shall  be  deemed  guilty  of  a  mis¬ 
demeanor  and  shall  be  punished  hy  a  fine  of  not  more  than  two  , 
hundred  and  fifty  dollars  ($250.(X))  or  by  imprisonment  not  ex¬ 
ceeding  60  days  or  by  both  such  fine  and  imprisonment. 
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